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Company profile
Quality made in Italy

The company was founded in the mid-nineties with a traditional handicraft steel towel rail 
production. In 2002 the company was transformed into a real industrial reality, following the 
acquisition of an important group in view of the plumbing and heating sector led by CEO 
Giovanni Pastorino who decides to revive the company renewing its product range with 
new ranges of hydraulic, mixed and electrical steel towel warmers and radiators with 
exclusive technology and design. Deltacalor is strongly characterized by a 360° approach 
that incorporates technology, practicality and aesthetics. The constant Research and 
Development on materials, shapes, finishes and processes leads the company to the launch of 
major patented products, tangible evidence of real and concrete innovations. 
Not only the heating elements, but also expression of an innate attitude in the search of 
the best way to provide comfort and well-being at the service of man. High functionality, 
energy saving, easy installation, high quality are, in fact, the advantages of a production able 
to meet and anticipate the needs of designers, architects, installers and end users.



Production takes place in Italy, in the state of the art plant of Calolziocorte (LC), on 
a surface of approximately 10,000 sqm. We use the most innovative and advanced 
production methods: from welding to painting, to a well established quality control 
system based on the highest market standards. Production know-how is one of 
Deltacalor strengths: the company can produce a high number of parts using highly 
automated systems, but is also capable of meeting the different degrees of 
customisations that the market requires. All this, with the utmost attention to process 
control, ensured by a team of experienced professionals.
Deltacalor takes advantage of a young and dynamic workforce of 50 employees, 
capable of meeting all the needs of our customers, and ready to take on the 
challenges of the market. This is the winning combination of the company that always 
ensures precise and timely service.

Company profile
Production takes place in Italy
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MATERIALE

SCALA:QUOTE SENZA INDICAZIONE DI TOLLERANZA:

APPROVATODISEGNATO
DATA
FIRMA
FORMATO:

NOTE

FOGLIO:PROGETTO: COD. ARTICOLO:
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DESCRIZIONE:

-

Gamma Fox 23

-

- A4 1:20

D24.P01.10

1/2D24.P01 FOX231xxxxxB/R/S

01/01/2017 01/01/2017

D
A
TA

R
E
V
.N
°

FI
R
M
A

-
-

-

Fox23

FOX23103040 1030 405 370 9 317 168 300 190 101 5,1 2,9 1,24 1030 405 370 FOX23103040B  314 FOX23103040R  392 FOX23103040S  404 FOX23103040C  1.087 FOX23103040H  1.359 

FOX23178050 1788 505 470 16 611 324 600 241 395 300 10,1 4,2 1,24 1788 505 470 FOX23178050B  465 FOX23178050R  558 FOX23178050S  579 FOX23178050C  1.478 FOX23178050H  1.847 

Ref. A
mm

B
mm

C
mm

∆t = 50°
W

∆t = 50°
W

White & Colors Chrome & Galvanics

∆t = 30°
W

∆t = 30°
W

Weight
kg

Cap.
lt

Esp.
“n”

Elem.
n.

Heater  
for mixed
W

Heater  
for mixed
W

1030

1780

kcal/h = 0,86 x Watt

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

mmZ

Ø23
Ø35

G 1/2”

Mod. FOX23103040 Mod. FOX23178050

INSTALLATION WITH HEATER AND “T”
Installazione versione mista con “T” 
Installation avec résistance électrique et “T”
Instalación con resistencia eléctrica y “T”

mm

C-65

20

Resistenza con termostato
Resistance with thermostat
Résistance avec thermostat
Resistencia con termostato

Raccordo a “T”
“T” fitting
Raccord en “T”
Conexión en “T”

TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Per impianto monotubo consultare note tecniche di dettaglio pag. 159
For single pipe installation, please consult technical notes page 161
Pour installation monotube consulter les renseignements techniques détaillés pag. 163
Para instalaciones monotubo consulte las informaciones técnicas detalladas pag. 165

Pressione max di esercizio: 500 kPa
Maximum operating pressure: 500 kPa
Pression maximum de fonctionnement: 500 kPa
Presión máx de funcionamento: 500 kPa

60
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Fox13

FOX13072040 728 405 370 26 246 123 5,7 1,8 1,26 728 405 370 FOX13072040B  376 FOX13072040R  454 FOX13072040S  471 
FOX13072050 728 505 470 26 307 161 300 7,1 2,2 1,26 728 505 470 FOX13072050B  391 FOX13072050R  470 FOX13072050S  488 

FOX13116040 1167 405 370 42 488 265 300 9,8 3,0 1,26 1167 405 370 FOX13116040B  521 FOX13116040R  609 FOX13116040S  632 
FOX13116050 1167 505 470 42 610 320 600 12,2 3,7 1,26 1167 505 470 FOX13116050B  546 FOX13116050R  635 FOX13116050S  659 

FOX13149040 1497 405 370 54 652 342 600 11,7 3,8 1,26 1497 405 370 FOX13149040B  634 FOX13149040R  736 FOX13149040S  763 
FOX13149050 1497 505 470 54 815 428 600 14,6 4,7 1,26 1497 505 470 FOX13149050B  667 FOX13149050R  769 FOX13149050S  798 

Ref. A
mm

B
mm

C
mm

∆t = 50°
W

∆t = 50°
W

White & Colors Chrome & Galvanics

∆t = 30°
W

∆t = 30°
W

Weight
kg

Cap.
lt

Esp.
“n”

Elem.
n.

Heater  
for mixed
W

Heater  
for mixed
W

720

1160

1490

kcal/h = 0,86 x Watt

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Per impianto monotubo consultare note tecniche di dettaglio pag. 159
For single pipe installation, please consult technical notes page 161
Pour installation monotube consulter les renseignements techniques détaillés pag. 163
Para instalaciones monotubo consulte las informaciones técnicas detalladas pag. 165

Pressione max di esercizio: 500 kPa
Maximum operating pressure: 500 kPa
Pression maximum de fonctionnement: 500 kPa
Presión máx de funcionamento: 500 kPa

mmZ
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35 G 1/2”

Mod. FOX130720... Mod. FOX131160... Mod. FOX131490...

INSTALLATION WITH HEATER AND “T”
Installazione versione mista con “T” 
Installation avec résistance électrique et “T”
Instalación con resistencia eléctrica y “T”

mm

C-65

20

Resistenza con termostato
Resistance with thermostat
Résistance avec thermostat
Resistencia con termostato

Raccordo a “T”
“T” fitting
Raccord en “T”
Conexión en “T”
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MATERIALE

SCALA:QUOTE SENZA INDICAZIONE DI TOLLERANZA:

APPROVATODISEGNATO
DATA
FIRMA
FORMATO:

NOTE

FOGLIO:PROGETTO: COD. ARTICOLO:
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DESCRIZIONE:

-

FOX 13 Idraulico

-

- A3 1:10

D24.P04.10

1/1D24.P04 FOX131xxxxxB/R/S

Panzeri
01/01/2017 01/01/2017

Durighello

D
A
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R
E
V
.N
°
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R
M
A

-
-

-
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FY082050 838 500 450 9 411 224 300 7,7 3,5 1,18 838 500 450 FY082050B  315 FY082050R  394 FY082050S  434 
FY082060 838 600 550 9 476 260 500 9,0 4 1,19 838 600 550 FY082060B  335 FY082060R  418 FY082060S  460 

FY120050 1218 500 450 13 559 305 500 11,2 5,1 1,19 1218 500 450 FY120050B  390 FY120050R  488 FY120050S  537 
FY120060 1218 600 550 13 665 362 500 13,0 5,9 1,19 1218 600 550 FY120060B  417 FY120060R  522 FY120060S  575 

FY150050 1522 500 450 16 685 373 750 13,8 6,3 1,19 1522 500 450 FY150050B  450 FY150050R  564 FY150050S  621 
FY150060 1522 600 550 16 816 443 750 16,0 7,2 1,19 1522 600 550 FY150060B  484 FY150060R  605 FY150060S  666 

FY180050 1826 500 450 20 819 445 750 17,1 7,8 1,20 1826 500 450 FY180050B  520 FY180050R  649 FY180050S  714 
FY180060 1826 600 550 20 968 525 1000 19,9 8,9 1,20 1826 600 550 FY180060B  563 FY180060R  703 FY180060S  774 

Fly
Ref. A

mm
B
mm

C
mm

∆t = 50°
W

∆t = 50°
W

White & Colors Chrome & Galvanics

∆t = 30°
W

∆t = 30°
W

Weight
kg

Cap.
lt

Esp.
“n”

Elem.
n.

Heater  
for mixed
W

Heater  
for mixed
W

820

1200

1500

1800

TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Pressione max di esercizio: 400 kPa
Maximum operating pressure: 400 kPa
Pression maximum de fonctionnement: 400 kPa
Presión máx de funcionamento: 400 kPa

Per impianto monotubo consultare note tecniche di dettaglio pag. 159
For single pipe installation, please consult technical notes page 161
Pour installation monotube consulter les renseignements techniques détaillés pag. 163
Para instalaciones monotubo consulte las informaciones técnicas detalladas pag. 165

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

INSTALLATION WITH HEATER AND “T”
Installazione versione mista con “T” 
Installation avec résistance électrique et “T”
Instalación con resistencia eléctrica y “T”

mm

C-65

20

Resistenza con termostato
Resistance with thermostat
Résistance avec thermostat
Resistencia con termostato

Raccordo a “T”
“T” fitting
Raccord en “T”
Conexión en “T”

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

kcal/h = 0,86 x Watt

mm G 1/2”
Ø35

11

Z

Mod. FY082… Mod. FY120… Mod. FY150… Mod. FY180…

74÷94

A

A

A

A

C

B 

C C C45÷65 45÷65 45÷65 45÷65

B 

B 

B 

74÷94

74÷94

74÷94

Z

Z

Z

Z

ZZZZ
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FA084050 840 500 50 9 370 200 7,7 3,5 1,18 840 500 50 FA084050B  310 FA084050R  403 FA084050S  463 

FA114050 1142 500 50 12 525 284 11,2 5,1 1,19 1142 500 50 FA114050B  329 FA114050R  428 FA114050S  492 

FA144050 1448 500 50 15 640 347 13,8 6,3 1,19 1448 500 50 FA144050B  379 FA144050R  493 FA144050S  567 

FA175050 1752 500 50 18 740 401 17,1 7,8 1,19 1752 500 50 FA175050B  508 FA175050R  660 FA175050S  726 

Flag

TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Pressione max di esercizio: 400 kPa
Maximum operating pressure: 400 kPa
Pression maximum de fonctionnement: 400 kPa
Presión máx de funcionamento: 400 kPa

Per impianto monotubo consultare note tecniche di dettaglio pag. 159
For single pipe installation, please consult technical notes page 161
Pour installation monotube consulter les renseignements techniques détaillés pag. 163
Para instalaciones monotubo consulte las informaciones técnicas detalladas pag. 165

Ref. A
mm

B
mm

C
mm

∆t = 50°
W

∆t = 50°
W

White & Colors Chrome & Galvanics

∆t = 30°
W

∆t = 30°
W

Weight
kg

Cap.
lt

Esp.
“n”

Elem.
n.

Heater  
for mixed
W

Heater  
for mixed
W

840

1140

1450

1750

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

kcal/h = 0,86 x Watt
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Ø35
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75÷95

45÷65 45÷65 45÷65 45÷65

75÷95

75÷95

75÷95

A

A

A

A

B 

B 

B 

B 

C C C C

Mod. FA175…Mod. FA144…Mod. FA114…Mod. FA084…
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RG082038 823 380 350 14 357 196 300 7,1 3,3 1,16 823 380 350 RG082038B  325 RG082038R  406 RG082038S  447 
RG082048 823 480 450 14 416 227 300 7,7 3,7 1,17 823 480 450 RG082048B  354 RG082048R  443 RG082048S  488 
RG082053 823 530 500 14 455 249 300 8,3 4,0 1,18 823 530 500 RG082053B  362 RG082053R  454 RG082053S  500 
RG082058 823 580 550 14 495 271 500 9,0 4,4 1,19 823 580 550 RG082058B  372 RG082058R  466 RG082058S  513 

RG132038 1322 380 350 22 564 309 500 11,2 5,2 1,16 1322 380 350 RG132038B  443 RG132038R  554 RG132038S  610 
RG132048 1322 480 450 22 656 359 500 12,2 5,8 1,17 1322 480 450 RG132048B  455 RG132048R  569 RG132048S  626 
RG132053 1322 530 500 22 718 393 750 13,2 6,4 1,18 1322 530 500 RG132053B  468 RG132053R  586 RG132053S  645 
RG132058 1322 580 550 22 780 427 750 14,2 6,9 1,19 1322 580 550 RG132058B  481 RG132058R  602 RG132058S  663 

RG177038 1770 380 350 29 747 409 750 14,8 6,9 1,16 1770 380 350 RG177038B  546 RG177038R  682 RG177038S  751 
RG177048 1770 480 450 29 868 475 750 16,1 7,7 1,17 1770 480 450 RG177048B  545 RG177048R  681 RG177048S  750 
RG177053 1770 530 500 29 950 519 1000 17,5 8,4 1,18 1770 530 500 RG177053B  565 RG177053R  707 RG177053S  778 
RG177058 1770 580 550 29 1032 564 1000 18,8 9,1 1,19 1770 580 550 RG177058B  580 RG177058R  725 RG177058S  798 

Right
Ref. A

mm
B
mm

C
mm

∆t = 50°
W

∆t = 50°
W

White & Colors Chrome & Galvanics

∆t = 30°
W

∆t = 30°
W

Weight
kg

Cap.
lt

Esp.
“n”

Elem.
n.

820

1320

1770

kcal/h = 0,86 x Watt

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

mm

25

30

G 1/2”

30

Mod. RG1320… Mod. RG1770…Mod. RG0820…

B

A

C

92÷112

92÷112

92÷112

77÷97 77÷97 77÷97

B

B

A

A

C C

Z

Z

Z

ZZZ

TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Per impianto monotubo consultare note tecniche di dettaglio pag. 159
For single pipe installation, please consult technical notes page 161
Pour installation monotube consulter les renseignements techniques détaillés pag. 163
Para instalaciones monotubo consulte las informaciones técnicas detalladas pag. 165

Pressione max di esercizio: 500 kPa
Maximum operating pressure: 500 kPa
Pression maximum de fonctionnement: 500 kPa
Presión máx de funcionamento: 500 kPa

Heater  
for mixed
W

Heater  
for mixed
W

INSTALLATION WITH HEATER AND “T”
Installazione versione mista con “T” 
Installation avec résistance électrique et “T”
Instalación con resistencia eléctrica y “T”

mm

C-65
20
Resistenza con termostato
Resistance with thermostat
Résistance avec thermostat
Resistencia con termostato

Raccordo a “T”
“T” fitting
Raccord en “T”
Conexión en “T”

Z

54
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CA077045 770 450 400 18 369 198 300 247 132 300 6,5 3,6 1,22 770 450 400 CA077045B  190 CA077045R  247 CA077045S  271 CA077045C  409 
CA077050 770 500 450 18 405 217 300 271 146 300 7 3,9 1,22 770 500 450 CA077050B  198 CA077050R  257 CA077050S  283 CA077050C  414 
CA077055 770 550 500 18 441 237 500 295 159 300 7,6 4,2 1,21 770 550 500 CA077055B  203 CA077055R  264 CA077055S  290 CA077055C  419 
CA077060 770 600 550 18 478 257 500 320 172 300 8,2 4,5 1,21 770 600 550 CA077060B  208 CA077060R  270 CA077060S  297 CA077060C  424 

CA120045 1177 450 400 27 545 291 500 365 195 300 9,8 5,5 1,23 1177 450 400 CA120045B  242 CA120045R  302 CA120045S  345 CA120045C  544 
CA120050 1177 500 450 27 600 321 500 402 215 300 10,7 6,0 1,22 1177 500 450 CA120050B  249 CA120050R  311 CA120050S  356 CA120050C  551 
CA120055 1177 550 500 27 655 351 500 439 235 300 11,6 6,4 1,22 1177 550 500 CA120055B  256 CA120055R  320 CA120055S  366 CA120055C  567 
CA120060 1177 600 550 27 709 381 750 475 255 500 12,4 6,9 1,22 1177 600 550 CA120060B  264 CA120060R  330 CA120060S  378 CA120060C  565 
CA120075 1177 750 700 27 877 473 750 586 317 500 15 8,2 1,20 1177 750 700 CA120075B  315 CA120075R  384 CA120075S  450 CA120075C  623 

CA150045 1510 450 400 34 698 375 500 468 251 300 13,1 7,3 1,21 1510 450 400 CA150045B  283 CA150045R  340 CA150045S  405 CA150045C  655 
CA150050 1510 500 450 34 767 413 750 514 277 500 14,3 7,9 1,21 1510 500 450 CA150050B  293 CA150050R  351 CA150050S  419 CA150050C  664 
CA150055 1510 550 500 34 835 451 750 559 302 500 15,5 8,5 1,21 1510 550 500 CA150055B  302 CA150055R  362 CA150055S  432 CA150055C  672 
CA150060 1510 600 550 34 904 489 750 606 328 500 16,6 9,2 1,20 1510 600 550 CA150060B  311 CA150060R  373 CA150060S  445 CA150060C  681 
CA150075 1510 750 700 34 1111 605 750 744 405 500 20,2 11,0 1,19 1510 750 700 CA150075B  377 CA150075R  448 CA150075S  538 CA150075C  749 

CA181045 1806 450 400 42 843 451 750 565 302 500 15,1 8,5 1,23 1806 450 400 CA181045B  322 CA181045R  383 CA181045S  459 CA181045C  752 
CA181050 1806 500 450 42 923 495 1000 618 332 750 16,5 9,2 1,22 1806 500 450 CA181050B  333 CA181050R  396 CA181050S  476 CA181050C  763 
CA181055 1806 550 500 42 1003 539 1000 672 361 750 17,8 9,9 1,22 1806 550 500 CA181055B  339 CA181055R  403 CA181055S  485 CA181055C  774 
CA181060 1806 600 550 42 1084 584 1000 726 391 750 19,2 10,6 1,21 1806 600 550 CA181060B  355 CA181060R  423 CA181060S  507 CA181060C  784 
CA181075 1806 750 700 42 1325 719 1000 888 482 750 23,2 12,7 1,20 1806 750 700 CA181075B  433 CA181075R  515 CA181075S  620 CA181075C  853 

Cambio
Ref. A

mm
B
mm

C
mm

∆t = 50°
W

∆t = 50°
W

White & Colors Chrome & Galvanics

∆t = 30°
W

∆t = 30°
W

Weight
kg

Cap.
lt

Esp.
“n”

Elem.
n.

1200

1500

1800

kcal/h = 0,86 x Watt

Heater  
for mixed
W

Heater  
for mixed
W

TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Pressione max di esercizio: 500 kPa
Maximum operating pressure: 500 kPa
Pression maximum de fonctionnement: 500 kPa
Presión máx de funcionamento: 500 kPa

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

mm
G 1/2”

G
 1

/2
”

40

11

Ø
2330

Z

INSTALLATION WITH HEATER AND “T”
Installazione versione mista con “T” 
Installation avec résistance électrique et “T”
Instalación con resistencia eléctrica y “T”

mm

C-65

20

Resistenza con termostato
Resistance with thermostat
Résistance avec thermostat
Resistencia con termostato

Raccordo a “T”
“T” fitting
Raccord en “T”
Conexión en “T”

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

Mod. CA181…Mod. CA077… Mod. CA120… Mod. CA150…

68÷78

83÷93

83÷93

83÷93

83÷93

68÷78 68÷78 68÷78

A

A

A

A

C C C C

B 

B 

B 

B 

Z

Z

Z

Z

ZZZZ

Per impianto monotubo consultare note tecniche di dettaglio pag. 159
For single pipe installation, please consult technical notes page 161
Pour installation monotube consulter les renseignements techniques détaillés pag. 163
Para instalaciones monotubo consulte las informaciones técnicas detalladas pag. 165
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