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HR1V180006 1800 450 1750 925 502  29,3  6,3 1,18 1800 450 1750 HR1V180006B 1.670 HR1V180006R 1.837 HR1V180006S 2.021 1800

Harp vertical single

kcal/h = 0,86 x Watt

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

mmZ
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B
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Z
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TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Non disponibile per impianto monotubo
Not available for single-pipe system
Non disponible pour installation mono-tube
No está disponible para instalación monotubo

Pressione max di esercizio: 400 kPa
Maximum operating pressure: 400 kPa
Pression maximum de fonctionnement: 400 kPa
Presión máx de funcionamento: 400 kPa

Consultare note tecniche di dettaglio pag. 158
Please consult technical notes on page 160
Consulter renseignements techniques détaillés à la pag. 162
Consulte las informaciones técnicas detalladas pag. 164
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mm

B
mm
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mm

∆t = 50°
W

∆t = 50°
W

White & Colors Chrome & Galvanics

∆t = 30°
W

∆t = 30°
W

Weight
kg

Cap.
lt

Esp.
“n”

32

STANDARD CONFIGURATIONS, WITHOUT SURCHARGE
Configurazioni allacciamenti inclusi
Configuration standard, sans supplement
Conexiones estándar, sin recargo

standard

overall dimensions: B+55 mm

Su richiesta all’ordine specificando la mandata (dx o sx) - Specify the input (right or left) - Spécifier la réntrée (droite ou gauche) - Especificar la entrada (derecha o izquierda)

SPECIAL CONFIGURATIONS AVAILABLE UPON REQUEST AT THE ORDER, WITH SURCHARGE
Configurazioni allacciamenti con sovrapprezzo
Configurations spéciales disponibles à la demande à la commande, avec supplement
Versiones especiales disponibles a la pregunta de pedido, con recargo

C3
+ 115€

C3  
at choice

Min. 50 mm / Max. B-50 mm

C4
+ 115€

50 mm

C1
+ 30€

C1=B+84 mm

overall dimensions: B+110 mm

C2

C2=B+84 mm

overall dimensions: B+110 mm

C
2=

C
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HR2V180006 1800 450 1750 1442 781  48,9  12,7 1,18 1800 450 1750 HR2V180006B 1.909 HR2V180006R 2.100 HR2V180006S 2.310 1800

Harp vertical double

kcal/h = 0,86 x Watt

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

mmZ

B
157

65

AC

Z

Z

TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Non disponibile per impianto monotubo
Not available for single-pipe system
Non disponible pour installation mono-tube
No está disponible para instalación monotubo

Pressione max di esercizio: 400 kPa
Maximum operating pressure: 400 kPa
Pression maximum de fonctionnement: 400 kPa
Presión máx de funcionamento: 400 kPa

Consultare note tecniche di dettaglio pag. 158
Please consult technical notes on page 160
Consulter renseignements techniques détaillés à la pag. 162
Consulte las informaciones técnicas detalladas pag. 164
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∆t = 50°
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∆t = 50°
W

White & Colors Chrome & Galvanics

∆t = 30°
W

∆t = 30°
W
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kg
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STANDARD CONFIGURATIONS, WITHOUT SURCHARGE
Configurazioni allacciamenti inclusi
Configuration standard, sans supplement
Conexiones estándar, sin recargo

standard

overall dimensions: B+55 mm

Su richiesta all’ordine specificando la mandata (dx o sx) - Specify the input (right or left) - Spécifier la réntrée (droite ou gauche) - Especificar la entrada (derecha o izquierda)

SPECIAL CONFIGURATIONS AVAILABLE UPON REQUEST AT THE ORDER, WITH SURCHARGE
Configurazioni allacciamenti con sovrapprezzo
Configurations spéciales disponibles à la demande à la commande, avec supplement
Versiones especiales disponibles a la pregunta de pedido, con recargo

C3
+ 115€

C3  
at choice

Min. 50 mm / Max. B-50 mm

C4
+ 115€

50 mm

C1
+ 30€

C1=B+84 mm

overall dimensions: B+110 mm

C2

C2=B+84 mm

overall dimensions: B+110 mm

C
2=

C
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HR2H090009 672 900 850 1130 611  36,1  10,3 1,18 672 900 850 HR2H090009B 1.682 HR2H090009R 1.851 HR2H090009S 2.037 900

Harp horizontal double

kcal/h = 0,86 x Watt

A = altezza; B = larghezza; C = interasse
A = height; B = width; C = interaxis
A = hauteur; B = largeur; C = entraxe
A = altura; B = ancho; C = entre ejes

[mm]

WALL FASTENING SYSTEMS
Fissaggi a parete
Systèmes d’installation murale
Sistemas de fijación a la pared

RADIATOR BODY DIMENSIONS 
Dimensioni corpo 
Dimensions du corps chauffant
Dimensiones del cuerpo calefactor

mmZ
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TECHNICAL NOTES

Temperatura max di esercizio: 90 °C
Maximum operating temperature: 90 °C
Température maximum de fonctionnement: 90 °C
Temperatura máx de funcionamento: 90 °C

Non disponibile per impianto monotubo
Not available for single-pipe system
Non disponible pour installation mono-tube
No está disponible para instalación monotubo

Pressione max di esercizio: 400 kPa
Maximum operating pressure: 400 kPa
Pression maximum de fonctionnement: 400 kPa
Presión máx de funcionamento: 400 kPa

Consultare note tecniche di dettaglio pag. 158
Please consult technical notes on page 160
Consulter renseignements techniques détaillés à la pag. 162
Consulte las informaciones técnicas detalladas pag. 164
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White & Colors Chrome & Galvanics

∆t = 30°
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STANDARD CONFIGURATIONS,  
WITHOUT SURCHARGE
Configurazioni allacciamenti inclusi
Configuration standard, sans supplement
Conexiones estándar, sin recargo

Min. 50 mm / Max. A-50 mm Min. 50 mm / Max. A-50 mm

Su richiesta all’ordine specificando la mandata (dx o sx) - Specify the input (right or left) - Spécifier la réntrée (droite ou gauche) - Especificar la entrada (derecha o izquierda)

standard

overall d
im

ensions: A
+

55 m
m

SPECIAL CONFIGURATIONS AVAILABLE UPON REQUEST AT THE ORDER, WITH SURCHARGE
Configurazioni allacciamenti con sovrapprezzo
Configurations spéciales disponibles à la demande à la commande, avec supplement
Versiones especiales disponibles a la pregunta de pedido, con recargo

C
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A
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overall d
im

ensions: A
+

110 m
m

C1
+ 30€

C3 (left)
+ 115€

overall dimensions: B+85 mm

C3 (right)
+ 115€

overall dimensions: B+85 mm

C3 (left) at choice C3 (right) at choice



colors

Plate Lux
(Inox Steel Cover)

Flowered

Gold mirror

Black mirror

British Gold

Bronze Copper

Astana BrassCopper mirror

Pastels
Coarse or Matt

9016

1013
Oyster white

1019
Grey beige

7006
Beige grey

7030
Stone grey

7047
Telegrey 4

7040
Window grey

7043

9005
Jet black

White
Standard

Deltacalor white

Chrome

13
Balena

10
Army

12
Laguna

14
Rouille

11
Petrol

7048
Pearl mouse grey

2
Quartz sand

6
Quartz gray

Specials
Coarse

Galvanics
Glossy or Matt

by

Non considerare i colori perfettamente 
fedeli per limiti di stampa 
e illuminazione.

Do not consider colors as exactly 
trustable because of printing and 
light limits.

Ne pas considérer les couleurs comme 
exactement correspondants suite à 
limites de imprimerie et de lumière.

No tenir en consideracion los colores 
como perfectamente igual para 
limitaciones de imprenta y de luz.




